
Part No. 567011 (Old Part No. 805550)

Part No. 122510 (Old Part No. 805810)

Part No. 258339 (Old Part No. 805730) – for 3 in I-Beam
Part No. 567012 (Old Part No. 805809) – for 4 in I-Beam 
Part No. 258340 (Old Part No. 808026) – for 6 in I-Beam

Provide:
Continuous Cleaning of all Internal Surfaces•	

Ease of Installation•	

Non-sparking Brushes•	

Reduce:
Particulate Buildup•	

Fall Out•	

Rework of Painted Parts•	

Wheel and Chain Wear•	

Costly Downtime•	

Caution
Always check for potential interference of I-Beam and 
Channel Sweep with other equipment installed on 
Conveyor.  These include automatic lubrications and 
cleaning equipment.  Failure to remove Beam of Channel 
Sweeps prior to operation of this equipment could result in 
damage to equipment and/or Conveyor components.
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Ordering Information
Description Part No. Old Part No.
Brush Block – 805811
Brush (4 required) 568628 805812
Link (4 required) – 805813
Brush Retaining Screw (4 required) 568629 805814
Link Retaining Screw (4 required) – 805815
All replacement brushes are sold individually

Ordering Information
Description Part No. Old Part No.
Brush Block – 805816
Brush (4 required) 568630 805817
Brush Retaining Screw (4 required) – 805818
All replacement brushes are sold individually

For Best Results, Install  Part No. 567011 (805810) 
Channel Sweep Every 75 ft – 100 ft Of Chain.

For Best Results, Install  Part No. 122510 (805810) 
Channel Sweep Every 75 ft – 100 ft Of Chain.
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