
The only system specifically designed 
for high-speed beverage can pin 
chain conveyors.

Description

Designed to eliminate the variables that plaque other 

operation provides consistent, even lubrication.  The 
unit precisely applies a thin film of lubricant directly 
to the chain and provides a coating to the side links 
to help minimize varnish buildup and keep the chain 
clean.

Features/Benefits

Non-contact system lubricates small pitch •
chains regardless of speed

Continuous, even lubrication extends chain •
life

Positive displacement pump delivers a •
metered volume of lubricant

Large integral reservoir reduces labor time •
spent refilling

Instantaneous start-up and shutdown •
protects operating chains

Lubricant coating on chain side links •
decreases varnish and other contaminant 
buildup

Ultra-precise spray minimizes over-spray and •
lubricant waste

Advanced design reduces chain stretch due •
to premature wear

Floor-level reservoir and controls offer easy •
programming and refilling

lubrication

Standard Components

Programmable timer to control lubricant •
volume

Low-level indicator, output contacts and •
inhibit circuit for pump protection

Integral 5-gallon reservoir designed for ad-•
ditional of remote automatic fill option

Properly sized air-preparation system to filter •
incoming plant air

Optional Equipment

Remote automatic fill pump capable of sup-•
plying all units in a plant (available in 5-, 16-, 
and 55-gallon sizes).

Lubrication System
Pin Chain Conveyor 

2-Piece Beverage Can 
OP-54A  

units, the OPCO ChainMaster OP-54’s continuous 

• Adjustable volume prevents over or under




