
Description 

The OP-55 Pneumatic Chain Pin Cleaner is 
an effective and low-cost cleaning system 
for Overhead and Inverted Rivetless Chain 
applications. 

The OP-55 Pneumatic Chain Pin Cleaner is 
equipped with an electrical junction enclosure 
with a three (3) position control switch, air control 
solenoid valve, air pressure control regulator, and 
an adjustable precision arm. 

Features 

Available for operation on standard 115 •	
VAC or 230 VAC, 50 Hz or 60 Hz

The simple and reliable Precision Arm •	
positions the cleaning nozzles in the critical 
and hard-to-reach chain wear areas where 
dirt build-up can occur

Non-contact positive switching sensor•	

Clamp-on mounting feature for overhead •	
system installation; no welding required

Can be interfaced with existing or •	
anticipated conveyor maintenance 
equipment

Three (3) position selector switch with •	
manual override

36in long Neoprene rubber curtain for •	
improved safety and easier housekeeping 
(easilycuttofitspecificneeds)

F
perating 
emperature

40ºF to 125ºF (4ºC to 52ºC)

ressure ange 0-150 psi (1034 kPa)

lectrical 115 VAC, 50/60Hz

n-rush 14.7 volt-amps (0.12 amp)

eal 10.4 volt-amps (0.09 amp)

et Weight 35 lbs (15.9 kg)

OP-55 Pneumatic
Chain Pin Cleaner
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peration 

Precision Arm Roller locates on center link •	
of rivetless chain

Precision Arm engages chain when side •	
link is present

Control switch closes•	

Air control solenoid valve is energized•	

Pressurized air is delivered to critical chain •	
wear areas 

nstaation nstructions 

Mount OP-55 unit upstream from chain pin •	
oiling station, where chain runs smooth and 
cleaner at least three feet (3’) from any turn 
(horizontal or vertical)

Clamp unit to I-Beam (overhead system, •	
18in length required) or weld unit in place 
(inverted system)

Adjust Precision Arm roller to track on •	
center line of chain

Adjust positive switching sensor to close •	
at the inward limit of travel of the Precision 
Arm in the engaged position

Adjust nozzle tips to direct air to the chain •	
wear areas

Connect plant air supply to the unit•	

Make necessary electrical connections•	

ote: To prevent possible damage to the 
OP-55, electrical power to the unit must be 
supplied only when the conveyor is running 
forward. Electrical power M be removed 
from the unit when the conveyor is stopped or 
running in reverse.) 

ptions: Totally Enclosed Assembly Metal 
Shroud
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OP55 Shown with Optional Totally Enclosed Shroud Assembly

Indicates Desired Cleaning Area

op-55 pneuMatic cHain pin cLeaner




